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LED Strip, SMD 3528, 60&120 LED, Single color-— Red, Yellow, Bule, Green, White, WW

LXS-3528A080-60 3528 non water proof 60/m  48w/m 12V 240-300 120° IP20 5000*8mm
[XS-3528B080-60 3528, Silicone tube water proof 60/m 4.8w/m 12V 240-300 120° P65 5000*8mm
L XS-3528C080-60 3528, Epoxy Crystal water proof 60/m  48w/m 12V GBIV 240-300 120° IP65 5000*8mm
LXS-3528D080-60 3528 Glue-poured water proof 60/m 4.8w/m 12V 240-300 120° P68 5000*8mm
LXS-3528A80-120 3528 non water proof 120/m  9.6w/m 12V 480-600 120° P20 5000*8mm
LXS-3528B80-120 3528, Silicone tube water proof 120/m  9.6w/m 12V 480-600 120° IP65 5000*8mm
LXS-3528C80-120 3528, Epoxy Crystal water proof 120/m  9.6w/m 12V R/BIICNRY 480-600 120° IP65 5000*8mm
LXS-3528D80-120 3528 Glue-poured water proof 120/m  9.6w/m 12V 480-600 120° P68 5000*8mm
LXS-3528A150-240 3528 non water proof 240/m  192w/m 12V R/G/B/Y/CW/WW 1200-1440  120° IP20 5000*15mm
XS-3528C150-240 3528, Epoxy Crystal water proof 240/m  192w/m 12V R/G/B/Y/CW/WW 1200-1440  120° IP65 5000*15mm
LED Strip, SMD 5050, 30&60 LED, Single color&RGB--- Red, Yellow, Bule, Green, White, WW, and RGB

LXS-5050A100-30 5050 non water proof 30/m 7.2w/m 12V 420-480 120° P20 5000*10mm
LXS-5050B100-30 5050, Silicone tube water proof 30/m  7.2w/m 12V r/G/B/Y/CW/WW/  420-480 120° IP65 5000%10mm
LXS-5050C100-30 5050, Epoxy Crystal water proof ~ 30/m  72w/m  12v  RGB 420-480 120° IP65 5000%10mm
[XS-5050D100-30 5050 Glue-poured water proof 30/m 7.2w/m 12V 420-480 120° P68 5000*10mm
LXS-5050A100-60 5050 non water proof 60/m 14.4w/m 12V 720-960 120° P20 5000*10mm
LXS-5050B100-60 5050, Silicone tube water proof 60/m T44w/m 12V p/G/B/Y/CW/WW/  720-960 120° IP65 5000*10mm
LXS-5050C100-60 5050, Epoxy Crystal water proof ~ 60/m  144w/m  12v  RGB 720-960 120° IP65 5000%10mm
[XS-5050D100-60 5050 Glue-poured water proof 60/m 14.4w/m 12V 720-960 120° P68 5000*10mm

Water Proof ways:

- Silicone tube water proof: Put the strip into a hollow Silicone tube, IP65-Type B

- Epoxy Crystal water proof: Drip glue on the obverse surface and arch shaped, IP65-Type C

T8 LED Tube Light
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1, CE Stardard aluminum led tube - 1/2PC and 1/2 Aluminium

(1). High brightness 2835 SMD LED, Epistar LED chip,
(2). CRI>80, 90LM/W

(3). High power factor >0.9

(4). Color: 2800-3200K, 4000-4500K, 6000-6500K
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1 LX-FT8M8W600-48-1 28355SMD AC85-265 700-800 >0.9 120° ®26*600

2 LX-FT8M18W1200-96-1  28355MD 18 AC85-265 1600-1700 >0.9 >80 120° ®26%1200
3 LX-FT8M22W1200-120-1 28355MD 22 AC85-265 2000-2100 >0.9 >80 120° ®26%1200
4 LX-FT8M25W1500-132-1 2835SMD 25 AC85-265 2200-2300 >0.9 >80 120° ®26*1500

2, Double driver - CE Standard Aluminum led tube

(1). High brightness 2835 SMD LED, Epistar LED chip,
(2). CRI>80, 90LM/W

(3). High power factor >0.9

(4). Color: 2800-3200K, 4000-4500K, 6000-6500K
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1 LX-FT8M9W600-48-2 28355MD AC85-265 700-800 >0.9 120° ®26*600

2 LX-FT8M12W9000-75-2  28355MD 12 AC85-265 1000-1100 >0.9 >80 120° ®26%1200
3 LX-FT8M18W1200-96-2  28355MD 18 AC85-265 1600-1700 >0.9 >80 120° ®26%1200
4 LX-FT8M22W1500-110-2 2835SMD 22 AC85-265 2000-2100 >0.9 >80 120° ®26*1500

3, CE Stardard aluminum led tube - 1/2PC and 1/2 Aluminium with IR Sensor

(1). High brightness 2835 SMD LED, Epistar LED chip,
(2). CRI>80, Light efficiency 90LM/W
(3). High power factor >0.9

(4). Color: 2800-3200K, 4000-4500K, 6000-6500K

Panel Light

Real Input Lumens CRI | Beam : : Body
m Watts(w) VOItage(v) HOIe Slze(mm)

Round LED Panel Light
LX-PLOO3W-R  2835SMD
LX-PLOOBW-R ~ 2835SMD
LX-PLOOSW-R ~ 2835SMD
LX-PLOT2W-R  2835SMD
LX-PLOTSW-R  2835SMD
LX-PLOT8W-R ~ 2835SMD
LX-PLO20W-R  2835SMD
Square LED Panel Light
LX-PLOO3W-S ~ 2835SMD
LX-PLOO6W-S ~ 2835SMD
LX-PLOOSW-S ~ 2835SMD
LX-PLOT2W-S ~ 2835SMD
LX-PLOTSW-S ~ 2835SMD
LX-PLOT8W-S  2835SMD
LX-PLO303-18W  2835SMD
LX-PLO306-18W  2835SMD
LX-PLO606-36W  2835SMD
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+ Glue-poured water proof: A silicone cover on the back and glue filled inside the tube, IP 68-Type D
- High flexibility, strong humidity resistance, Long-life 50,000+ hours.
- Easy installation with 3M self-adhesive tape on the back

» 3 LEDs as a group and can be cut by every group along the cutting marks

1 LX-FT8M9W600-48-3 28355MD AC85-265 700-800 >0.9 120° ®26%*600

2 LX-FT8M18W1200-100-3 2835SMD 18 AC85-265 1600-1700 >0.9 >80 120° ®26%1200
3 LX-FT8M22W1200-100-3 2835SMD 20 AC85-265 1800-1900 >0.9 >80 120° ®26%1200
4 LX-FT8M24W1500-120-3 2835SMD 24 AC85-265 2200-2300 >0.9 >80 120° ®26*1500
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LX-PLO606-42W
LX-PLO312-36W
LX-PLO312-42W
LX-PLO612-72W

28355MD
28355MD
28355MD
28355MD

3W
6W
9w
12w
15W
18W
20W

3W
6W
9w
12w
15W
18W
18W
18W
36W
42W
36W
42W
72W

. www.Ix-light.com 1

AC85-265
AC85-265
AC85-265
AC85-265
AC85-265
AC85-265
AC85-265

AC85-265
AC85-265
AC85-265
AC85-265
AC85-265
AC85-265
AC85-265
AC85-265
AC85-265
AC85-265
AC85-265
AC85-265
AC85-265

3000-7000K
3000-7000K
3000-7000K
3000-7000K
3000-7000K
3000-7000K
3000-7000K

3000-7000K
3000-7000K
3000-7000K
3000-7000K
3000-7000K
3000-7000K
3000-7000K
3000-7000K
3000-7000K
3000-7000K
3000-7000K
3000-7000K
3000-7000K

230-250Im
420-480Im
650-720Im
850-900Im
1000-1100Im
1250-1350Im
1500-1700Im:

230-250Im
420-480Im
650-720Im
850-900Im
1000-1100Im
1250-1350Im
1300-1400Im
1300-1400Im
2600-2800Im
3100-3300Im
2600-2800Im
3100-3300Im
5000-5300Im

>70
>70
>70
>70
>70
>70
>70

>70
>70
>70
>70
>70
>70
>70
>70
>70
>70
>70
>70
>70

160°
160°
160°
160°
160°
160°
160°

160°
160°
160°
160°
160°
160°
160°
160°
160°
160°
160°
160°
160°

92mm(@)x20mm(H)

120mm(®) x20mm(H)
150mm(®)x20mm(H)
170mm(@)x20mm(H)
195mm(®)x20mm(H)
225mm(®)x20mm(H)
240mm(®)x20mm(H)

92mm(L)x92mm(W)x20mm(H)
120mm(L)x120mm(W)x20mm(H)
145mm(L)x145mm(W)x20mm(H)
170mm(L)x170mm(W)x20mm(H)
192mm(L)x192mm(W)x20mm(H)
225mm(L)x225mm(W)x20mm(H)
300x300x9 mm
300x600x9 mm
600x600x9 mm
600x600x9 mm
300x1200x9 mm
300x1200x9 mm
300x1200x9 mm

70mm(®)
105mm(®)
130mm(®)
150mm(®)
170mm(®)
200mm(®)
220mm(®)

70mm(L)x70mm(W)
105mm(L)x105mm(W)
130mm(L)x130mm(W)
150mm(L)x150mm(W)
170mm(L)x170mm(W)
200mm(L)x200mm(W)

AL/Acrylic
AL/Acrylic
AL/Acrylic
AL/Acrylic
AL/Acrylic
AL/Acrylic
AL/Acrylic

AL/Acrylic
AL/Acrylic
AL/Acrylic
AL/Acrylic
AL/Acrylic
AL/Acrylic
AL/Acrylic
AL/Acrylic
AL/Acrylic
AL/Acrylic
AL/Acrylic
AL/Acrylic
AL/Acrylic
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Address: 3rd Bldg,Hangcheng Industry Park,Baoan District, Shenzhen City,China




TRI-Proof Led Fixture

LED Flood Light LED Highbay Light

LED Street Light
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LX-FLS-10W LX-FLS-20W LX-FLS-30W LX-FLS-50W m
LX-ST190W
i )
[ X-ST6OW 60W 4800-5300 48pcs  90-277V/AC 50-60Hz >0.95 EPISTAR/ BRIDGELUX >70Ra 120deg 580%*390*275
[ X-STOOW OW 7200-8000 72pcs  90-277V/AC 50-60Hz >0.95 EPISTAR/ BRIDGELUX >70Ra 120deg 670*390*275
LX-ST120W 120W 9500-10500 96pcs  90-277V/AC 50-60Hz >0.95 EPISTAR/ BRIDGELUX >70Ra 120deg 765%390%275
LX-ST150W 150W 12750-13500 120pcs  90-277V/AC 50-60Hz >0.95 EPISTAR/ BRIDGELUX >70Ra 120deg 850%390*275
LX-ST190W 190W 16000-17000 144pcs  90-277V/AC 50-60Hz >0.95 EPISTAR/ BRIDGELUX >70Ra 120deg 945%390*275
[X-ST220W 220W 18000-19000 168pcs  90-277V/AC 50-60Hz >0.95 EPISTAR/ BRIDGELUX >70Ra 120deg 1035*390*275
- . New Model LED Street Light
200-500W

LX-FLS-70W

LX-FLS-100W LX-FLS-150W LX-FLS-200W

Part No Power LED Lumens ccT Dimension
New Design Tri-Proof Led Fixture, High Brightness LX-HB-30W-2 30W Epistar/ Bridgelux 2400-2550Lm 2700-7000K 55*®160mm CE / Meanwell
1. Waterproof, dust-proof and corrosion-proof LX-HB-50W-2 50W Epistar/ Bridgelux 4000-4250Lm 2700-7000K 100*®160mm CE / Meanwell
2.Inside High brightness 2835 SMD LED, Epistar LED chip, LX-FLS-10W1-3  SMD 2835 10W 85~265 850 >70 >05 120° P65 130110751 LX-HB-70W-2 70W Epistar/ Bridgelux 5600-5800Lm 2700-7000K 140*®160mm CE/ Meanwell
3. CRI>80, 90LM/W LX-FLS-20W1-3  SMD 2835 20W 85~265 1700 >70 >095 120° P65 175*156*60 LX-HB-100W-2 100W Epistar/ Bridgelux 8000-8500Lm 2700-7000K 180*®160mm CE/ Meanwell
4. High power factor >0.9 LX-FLS-30W1-3  SMD 2835 30W 85~265 2600 >70 >095 120° IP65 199*189*73 [ X-HB-120W-1 120W Epistar/ Bridgelux 9600-10200Lm 2700-7000K 200*O160mm CE / Meanwell
5. Color: 2600-2800K, 4000-4500K, 6000-6500K LXFLS50W1-3 SMD2835 50w 85~265 4200 270 2095 120° IPes 282*207*104 LX-HB-150W-1  150W Epistar/ Bridgelux 12000-12750Lm 2700-7000K 180*0240mm CE / Meanwell
NE. Model LED || Watt(W) | Voltage(V)' || Lumen(im) " | Powerfactor || "CRI" [ Beam Angle || Size(mm) LXFLS-70W1-3 SMD 2835 70W 85~265 5800 =70 =095 120° IP65 282+207+104 LX-HB-200W-1 200w Epistar/ Bridgelux 16000-17000Lm 2700-7000K 250*0240mm CE/ Meanwell
1 LXTP-60-20W-A  2835SMD 20W 85~265 1800 >0.95 >80 160° 600%90*74 LX-FLS-100W1-3  SMD3030  100W 85~305 8500 270 2095 120° IP65 270%250*130 LX-HB-300W-1 300W Epistar/ Bridgelux 21500-22500Lm 2700-7000K 250*0240mm CE/Meanwell
2 LX-TP-60-30W-A 28355MD 30W 85~265 2700 >0.95 >80 160° 600%90*74 LX-FLS-150W1-3  SMD 3030 150W 85~305 12600 >70 >095 120° IP65 270%250%155 LXCHB-150W-2 150W et Bidaeug 12000-12750Lm 9700-7000K 180D250mm CE / Meanwel
3 LX-TP-60-36W-A 2835SMD 36W 85~265 3200 >0.95 >80 160° 600%90*74 LX-FLS-200W1-3  SMD 3030 200W 85~305 17000 >70 >095 120° IP65 459*330%177 LX-HB-200W-2 200W Epistar/ Bridgelux 16000-17000Lm 9700-7000K 250*D250mm CE / Meanwell
4 LXTP-S0-40W-A  28355MD  40W 85~265 3600 2095 280 160° 900%90%74 . Epistar SMD LED, 85-95Im/W LX-HBX-100W  100W Cree /LG 9500-10000 2700-7000K ©360*H500 Meanwell
5 LX-TP-120-40W-A 28355MD 40W 85~265 3600 >0.95 >80 160° 1200%90*74 - Finned radiator, new design, better heat conductivity LX-HBX-120W 120W Cime /6 11500-12000 2700-7000K D360*H500 Meanwell LX-ST30W2 30W 2400-2600 24pcs  90-277V/AC 50-60Hz >0.95 EPISTAR/ BRIDGELUX >70Ra  120deg 491*304*128
6  LXTP-120-60W-A  28355MD  60W 85~265 5400 2095 >80 160° 1200%90%74 - With air-breather, balancing internal and external air pressure difference, no mist will be caused LX-HBX-150W 150W Cree /LG 14500-15000 3700-7000K D360%H500 Meanwell LX-STeOW2 - 60W 4800-5300 48pcs  90-277V/AC 5060Hz - >095 EPISTAR/BRIDGELUX  >70Ra  120deg 580"390%275
7 LX-TP-150-60W-A  2835SMD 60W 85~265 5400 >0.95 >80 160° 1500%90*74 « High power factor >0.95 LXHBX-200W 200W Cree /1G Jeto0i70000m 2700-7000K SO TRETmm Meanwell LX-STOOW2 90w 7200-8000 72pcs  90-277V/AC 50-60Hz >095 EPISTAR/ BRIDGELUX >70Ra  120deg 670*390%275
8  LX-TP-150-80W-A  2835SMD 80W 85~265 7200 >0.95 >80 160° 1500%90%74 « For watt>= 100w, will be meanwell driver o= ey— B— o= e — e — B pym— LX-ST120W2  120W 9500-10500 96pcs  90-277V/AC 50-60Hz >0.95 EPISTAR/BRIDGELUX >70Ra  120deg 765%390*275
- 3years warranty for CE driver, 5 years warranty for meanwell driver LX-ST150W2  150W 12750-13500 120pcs  90-277V/AC 50-60Hz >0.95 EPISTAR/ BRIDGELUX >70Ra  120deg 850%390*275
LX-HBX-400W 400W Cree /LG 29000-30000Lm 2700-7000K 320*®369mm Meanwell
LX-ST180W2 180W 16000-17000 144pcs  90-277V/AC 50-60Hz >0.95 EPISTAR/ BRIDGELUX >70Ra  120deg 945%390*275
LX-HBX-500W 500W Cree /LG 38000-40000Lm 2700-7000K 320*®367mm Meanwell
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